KEEP YOUR VEHICLE MOVING - NOT YOUR BATTERY

ODVSSEY

BATTERY

Accessories
Hold down kits and terminal adapter kits

ODYSSEY® batteries are designed and built to withstand vibration
that can quickly weaken and destroy a conventional design battery.
Now get the ODYSSEY Battery Hold Down Kit, custom designed to "
keep your battery in place, no matter how.rough the ride. =

Custom made for a range of ODYSSEY batteries, the ODYSSEY
Battery Hold Down Kit features a brushed aluminum finish
that demonstrates style and function.

Enhances under-hood appearance
Prevents battery movement in any configuration and/or location*
One-year limited warranty protects against manufacturing defects

Designed and precision-machined exclusively for
ODYSSEY batteries
Rihicls Siachimen-Hafigare vok Tclugdl Suitable For a range of applications
Automotive ¢ Light and Medium Duty Truck
Classic * Custom ¢ Racing * Marine
RV ¢ Heavy Duty Truck

Hold Down Kit # Fits Battery Models

HK-PC680 ODS-AGM16L series

HK-PC925 ODS-AGM28 series

HK-PC1200 ODS-AGM42 series

ODX-AGM34 78, ODX-AGM78,
ODP-AGM78, ODX-AGM34, ODX-AGM34R,
ODX-AGM34M, ODP-AGM34,
ODP-AGM34R and ODP-AGM34M

HK-PC1700 ODS-AGM70 series
HK-PC1750 ODX-AGM65 and ODP-AGM65

ODX-AGM31, ODX-AGM31R,
HK-PC2150 ODX-AGM31M, ODP-AGM31M and
ODP-AGM31

HK-PC1500
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Terminal Adapter Kits

Stud Adapter (0220-0888)

5/16" Stud Adapter
with Wing Nuts

For use with ODS-AGM15L series,
ODS-AGM16L series,

ODS-AGM?28 series,

ODS-AGM42 series and ODS-AGM70 series

Adapter Kit (2301-0329SELL)

90° “L" Bracket
For use with ODS-AGM15L series, «

—
ODS-AGM16L series, E “{f &
ODS-AGM28 series, > e =
ODS-AGM42 series and % ¢ ﬁ
ODS-AGM70 series O O @&

SAE Terminal Kit (3217-0006)

For use with ODS-AGM15L series,
ODS-AGM16L series,
ODS-AGM?28 series,

ODS-AGM42 series and
ODS-AGMT70 series

%

Marine Terminal Kit (2301-0439) @
5/16" and 3/8" nuts and washers

For use with ODP-AGM24M/27M /31 M/34M Q
and ODX-AGM24M/27M /31M/34M

@

GROUP 31 SAE Kit (3217-0049)

For use with ODX-AGM31, @ e

ODP-AGM31 and ODX-AGM31R

SAE Terminal Kit - 6mm (3217-0073)

For use only with ODS-AGM30E
and ODS-AGM40E

Additional ODYSSEY® Battery Accessories

Part Number

Description

0DS-AGM15L series Metal Jacket with Label

0DS-AGM16L series Metal Jacket with Label

0DS-AGM28 series Metal Jacket with Label

0DS-AGM42L series Metal Jacket with Label

0DS-AGM70 series Metal Jacket with Label

0DX-AGM31 series & O0DP-AGM31 series Metal Jacket with Label

Black Spacer for Group 34 hatteries

0207-9069
0207-9070
0207-9071
0207-9072
0207-9073
0207-9074

2220-1251SELL

Gluing on of metal jackets — While not required, if you wish to do so,
EnerSys recommends only using either Dow Corning 737 or GE RTV 128

for this purpose.
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Want more info?
Scan code to access
the ODYSSEY’ Battery
Literature Library

© 2023 EnerSys. All rights reserved. Trademarks and logos are the property of EnerSys and its affiliates, except Dow Corning and GE, which are not the property of EnerSys.

Subject to revisions without prior notice. E.&0.E.

AMER-EN-FLY-ODY-ACC July 2023

Www.enersys.com



